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Easy ordering – 24/7 store.norgren.com

store.norgren.com

For further information
www.norgren.com/info/nec/en109

Extensive range of power and orifice size options

Compact installation

Removeable coil

Standard exhaust diffuser

Technical data

Medium:
Compressed air, filtered, lubricated and non-lubricated

Operating pressure:
Maximum 16 bar. See individual details

Ambient temperature:
–20°C to +50°C 
Consult our Technical Service for use below +2°C 

Voltage	 Code	 Coil
		  V04	 V05
12 V d.c.	 2	 V04X286A-Q1222	 –
24 V d.c.	 3	 V04X286A-Q1223	 V05X286A-Q1233
24 V 50/60 Hz	 4	 V04X286A-Q1224	 V05X286A-Q1234
48 V 50/60 Hz	 6	 V04X286A-Q1226	 –
110 ...120 V 50/60 Hz	 8	 V04X286A-Q1228	 V05X286A-Q1238
220 ... 240 V 50/60 Hz	 9	 V04X286A-Q1229	 V05X286A-Q1239

AccessoriesModels
Straight	E lbow	 Basic
fitting	 fitting	 plug
		

C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737

C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737

C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737
C02250618	 C02470618	 M/P15737

Model	 Actuation	 Port	 Flow	 Operating	 Drawing
		  size	 (l/min)	 pressure (bar)	 No.

V05X286M-B63*A	 2/2 NC	 Interface	 150	 0..16	 1
V04A286M-B62*A	 2/2 NC	 G1/8	 190	 0..10	 2
V04B286M-B42*A	 2/2 NC	 G1/4	 190	 0..10	 3
V05B286N-B43*A	 2/2 NC	 G1/4	 260	 0..13	 3

V04X386L-B62*A	 3/2 NO	 Interface	 95	 0..10	 1
V04A386L-B62*A	 3/2 NO	 G1/8	 120	 0..10	 2

V04X486L-B62*A	 3/2 NC	 Interface	 95	 0..10	 1
V05X486M-B63*A	 3/2 NC	 Interface	 150	 0..10	 1
V04A486L-B62*A	 3/2 NC	 G1/8	 120	 0..10	 2
V05A486M-B63*A	 3/2 NC	 G1/8	 190	 0..10	 2

* Insert voltage codes from table above.  Order connector plugs separately. 
For interface valves use manifold M/P35598/#.  # = number of stations from 1 to 6

Voltage codes and spare coils

Solenoid actuated 32 mm poppet valves
Excel 32 V04 & V05 series 

In-line and sub-base mounted 2/2 and 3/2, NO/NC G1/8, G1/4


