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For further information
www.norgren.com/info/nec/en146

Very compact units

Easy tube insertion for rapid assembly of 
pneumatic circuits

Positive tube anchorage

Simpler pneumatic systems 

Technical data

Medium:
Compressed air 

Operating pressure:
Blocking fitting: 
Supply pressure 1 to 10 bar 
Pilot pressure – see table 
Pressure reducing fitting: 
Primary pressure 1 to 10 bar max. 
Secondary pressure 1 to 8 bar max. 
Pneumatic sensor fitting: 
Cylinder pressure (Pc) 10 bar max. 
Sensor supply pressure 3 to 10 bar 
Sensor switch pressure 0,6 bar typ. 

Ambient temperature:
–20°C to +80°C 
Consult our Technical Service for use below +2°C. 

Models

*at 6 bar supply

materials

Nickel plated brass or plastic body

Nickel plated brass collet

Plastic sealing washer

Nitrile and polyurethane elastomeric parts

Zinc plated brass banjo bolts

Blocking, pressure reducing 
& pneumatic sensor fittings
4 to 12 mm O/D metric tube – G1/8 to G1/2 

Dimensions
Model	 Ø A  	 B   	 C	 C1	E	  G 		      1
102GA0418 	 4	 G1/8	 41	 20	 22	 6	 13	 16
102GA0618 	 6	 G1/8	 41	 20	 23	 6	 13	 16
102GA0628 	 6	 G1/4	 48	 26	 25	 10,5	 17	 20
102GA0828 	 8	 G1/4	 48	 26	 26	 10,5	 17	 20
102GA0838 	 8	 G3/8	 55	 29	 28	 10,8	 22	 24
102GA1038 	 10	 G3/8	 55	 29	 32,5	 10,8	 22	 24
102GA1248 	 12	 G1/2	 65,5	 36	 39,5	 12,8	 27	 30

									              2 
Model	 Ø A  	 B   	 C	 C1	E	  G 	        1	        3
102GB0418 	 4	 G1/8	 73	 20	 22	 6	 13 / 16	 11/5
102GB0628 	 6	 G1/4	 81	 26	 25	 10,5	 17 / 20	 13/5
102GB0828 	 8	 G1/4	 81	 26	 26	 10,5	 17 / 20	 13/5
102GB0838 	 8	 G3/8	 86	 29	 28	 10,8	 22 / 24	 17/6
102GB1038 	 10	 G3/8	 86	 29	 32,5	 10,8	 22 / 24	 17/6

Blocking Fitting	  
Model	 Function	 O/D tube	 Male thread	 Pilot pressure (bar)

		

102GA0418 		  4 	 G1/8 	 2,5	  
102GA0618	 	 6 	 G1/8 	 2,5
102GA0628	  	 6 	 G1/4 	 2,5
102GA0828	  	 8 	 G1/4 	 2,5
102GA0838	  	 8 	 G3/8 	 3
102GA1038	  	 10 	 G3/8 	 3
102GA1248	  	 12 	 G1/2 	 2,5

pressure reducing Fitting	  
Model	 Function	 O/D tube	 Male thread

		

102GB0418 	  	 4 	 G1/8 	  
102GB0628	  	 6 	 G1/4
102GB0828	  	 8 	 G1/4
102GB0838	 	 8 	 G3/8
102GB1038	   	 10 	 G3/8

Pneumatic sensor Fitting	  
Model	 Function	 O/D tube	 Male thread

		

102GD0418 	  	 4 	 G1/8 	  
102GD0428	   	 4 	 G1/4


