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For further information
www.norgren.com/info/nec/en182

Excelon modular system General purpose filters 
F72G, F73G, F74G – G1/4 to G3/4

Excelon design allows in-line installation  
or modular installation with other  
Excelon products

Quick release bayonet bowl

Technical data

Medium:
Compressed air only

Maximum inlet pressure: 
10 bar

Ambient temperature:
–34°C to +50°C
Consult our Technical Service for use below +2°C

Dimensions
Series	D rain	A	  B	 C	 F	 G
72	 Auto	 141	 192	 19	 50	 48
		 Manual	 134	 185	 19	 50	 48
73	 Auto	 147	 207	 25	 68	 62
		 Manual	 156	 216	 25	 68	 62
74	 Auto	 161	 230	 25	 80	 74
		 Manual	 177	 246	 25	 80	 740

# Minimum clearance required to remove bowl

Express plus
Have you thought about...
Minimise wear and avoid damaging your 
compressed air system by carrying out routine 
maintenance on the filters. See the blue 
shaded area on the page to select the correct 
service kit.
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AccessoriesModels
Wall mounting	A uto 	 Manual
bracket	 drain	 drain
		

4224-50	 F72G-KITA40 	 F72G-KITM40
4224-50	 F72G-KITA40 	 F72G-KITM40

Service Kit
F72g series	
Auto drain	 Manual drain	 Port	 Flow*	 Bowl
Model	 Model	 size	 (dm3/s)

F72G-2GN-AL3 	 F72G-2GN-QT3	 G1/4 	 30	 T
F72G-3GN-AL3 	 F72G-3GN-QT3	 G3/8 	 30	 T

Wall mounting	A uto 	 Manual
bracket	 drain	 drain
		

4424-50	 F73G-KITA40 	 F73G-KITM40
4424-50	 F73G-KITA40 	 F73G-KITM40
4424-50	 F73G-KITA40 	 F73G-KITM40

F73g series	
Auto drain	 Manual drain	 Port	 Flow*	 Bowl
Model	 Model	 size	 (dm3/s)

F73G-2GN-AT3 	 F73G-2GN-QT3	 G1/4 	 29	 T
F73G-3GN-AT3 	 F73G-3GN-QT3	 G3/8 	 35	 T
F73G-4GN-AT3 	 F73G-4GN-QT3	 G1/2 	 38	 T

Wall mounting	A uto 	 Manual
bracket	 drain	 drain
		

4324-50	 F74G-KITA40 	 F74G-KITM40
4324-50	 F74G-KITA40 	 F74G-KITM40
4324-50	 F74G-KITA40 	 F74G-KITM40

GT= Guarded transparent bowl. T=Transparent bowl  *Typical  flow with 6,3 bar inlet pressure and 0,5 bar pressure drop

F74g series	
Auto drain	 Manual drain	 Port	 Flow*	 Bowl
Model	 Model	 size	 (dm3/s)

F74G-3GN-AP3 	 F74G-3GN-QP3	 G3/8 	 66	 GT
F74G-4GN-AP3 	 F74G-4GN-QP3	 G1/2 	 83	 GT
F74G-6GN-AP3 	 F74G-6GN-QP3	 G3/4	 83	 GT

Excelon modular system General purpose filters 
F72G, F73G, F74G – G1/4 to G3/4


