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EXCELON MOdULaR SySTEM
‘Ultraire’® oil vapour removal filters
F72V, F74V – G1/4 to G3/4 

Excelon design allows in-line or modular 
installation with other Excelon products

adsorbing type activated carbon element removes 
oil vapours and most hydrocarbon odours

Quick release bayonet bowl

high intensity blue colour change indication (F72v)

TEChNICaL daTa

Medium:
Compressed air

Maximum inlet pressure: 
10 bar (F72V) 
17 bar (F74V)

Remaining oil content:
0,003 mg/m3 max. at +21°C. 

ambient temperature:
Transparent bowl: -34°C to +50°C (F72V) 
Metal bowl: –34°C to +65°C (F74V)
Consult our Technical Service for use below +2°C

accessoriesModels
Wall mounting  
bracket 
 

4224-50 F72V-KITA0V 
4224-50 F72V-KITA0V 

Service Kit
F72v SERIES 
Model Port Flow* Bowl
 size (dm3/s)

F72v-2GN-ETC  G1/4 1,6 T
F72v-3GN-ETC  G3/8 1,6 T

Wall mounting  
bracket 
 

4324-50 F74V-KITA0V 
4324-50 F74V-KITA0V
4324-50 F74V-KITA0V 

M= Metal bowl. T=Transparent bowl  * To maintain stated oil content at 6,3 bar inlet pressure

F74v SERIES 
Model Port Flow* Bowl
 size (dm3/s)

F74v-3GN-EMa  G3/8  13 M
F74v-4GN-EMa  G1/2  13 M
F74v-6GN-EMa  G3/4 13 M

* Minimum clearance required to remove bowl


