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For further information
www.norgren.com/info/nec/en190

Excelon modular system Lubricators 
L72, L73, L74 – G1/4 to G3/4 

Excelon design allows in-line or  
modular installation

Flow sensor provides a nearly constant oil/air 
ratio over a wide range of flows

All round (360°) visibility of sight-feed dome for 
ease of drip rate setting

Micro-fog lubricators for best lubrication in 
general purpose pneumatic applications 

Technical data

AccessoriesModels
Wall mounting	  
bracket	
	

4224-50	 L72M-KIT 
4224-50	 L72M-KIT 

Service Kit
boxed sets l72 series	
Model	 Port	 Flow*	 Bowl
	 size	 (dm3/s)

L72M-2GP-ETN 	 G1/4	 24	 T
L72M-3GP-ETN 	 G3/8	 24	 T

Wall mounting	  
bracket	
	

4424-50	 L73M-KIT 
4424-50	 L73M-KIT
4424-50	 L73M-KIT 

boxed sets l73 series	
Model	 Port	 Flow*	 Bowl
	 size	 (dm3/s)

L73M-2GP-ETN 	 G1/4 	 50	 T
L73M-3GP-ETN 	 G3/8 	 64	 T
L73M-4GP-ETN 	 G1/2	 64	 T

Wall mounting	  
bracket	
	

4324-50	 L74M-KIT 
4324-50	 L74M-KIT
4324-50	 L74M-KIT 

GT= Guarded transparent bowl  T=Transparent bowl  * Typical flow with 6,3 bar inlet and 0,5 bar pressure drop

boxed sets l74 series	
Model	 Port	 Flow*	 Bowl
	 size	 (dm3/s)

L74M-3GP-QPN 	 G3/8 	 50	 GT
L74M-4GP-QPN 	 G1/2 	 70	 GT
L74M-6GP-QPN 	 G3/4	 70	 GT

Medium: Compressed air
Maximum inlet pressure: 10 bar
Start point: L72M  0,94 dm3/s, L73M  0,71 dm3/s,  
L74M  0,94 dm3/s 
Minimum flow required for lubricator operation  
at 6,3 bar inlet pressure

Bowl capacity: L72  0,05 l, L73  0,10 l, L74  0,20 l
Ambient temperature: –20°C to +50°C
Consult our Technical Service for use below +2°C

Dimensions
Series	A	  B	 C	D	  E	 F	 G
72	 110	 191	 19	 64	 41	 50	 48
73	 156	 255	 25	 70	 47	 68	 62
74	 177	 276	 25	 68	 47	 80	 74

**Optional Pyrex sight-feed dome
# Minimum clearance required to remove bowl


