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For further information
www.norgren.com/info/nec/en191

Excelon design allows in-line installation  
or modular installation with other  
Excelon products

Push to lock adjusting knob with tamper 
resistant accessory

Helps protect air operated equipment from over 
pressurisation 

Norgren pressure relief valves comply with category O(S.E.P.) 
and category 1 of the Pressure Equipment Directive 97/23/EC.

Technical data

Medium:
Compressed air

Gauge ports:
Rc1/8

Relief port:
G1/4 (V72G), G1/2 (V74G) 

Ambient temperature:
–34°C to +65°C (V72G) 
–34°C to +80°C (V74G)
Consult our Technical Service for use below +2°C

Relief pressure adjustment range:
0,3 ... 10 bar

AccessoriesModels
Wall 	 Neck	 Gauge	 Tamper	 Silencer
mounting	 mounting	 0 … 10 bar	 resistant
bracket	 bracket		  kit

4224-50	 74316-50	 18-013-989	 4255-51	 MB002B	 V72G-KIT 
4224-50	 74316-50	 18-013-989	 4255-51	 MB002B	 V72G-KIT

Service Kit
v72g series	
Model	 Port 
	 size

V72G-2GK-NMN 	 G1/4 
V72G-3GK-NMN 	 G3/8 

Wall 	 Neck	 Gauge	 Tamper	 Silencer
mounting	 mounting	 0 … 10 bar	 resistant
bracket	 bracket		  kit

4324-50	 4368-51	 18-013-013	 4355-51	 MB004B	 V74G-KIT 
4324-50	 4368-51	 18-013-013	 4355-51	 MB004B	 V74G-KIT
4324-50	 4368-51	 18-013-013	 4355-51	 MB004B	 V74G-KIT

v74g series	
Model	 Port 
	 size

V74G-3GK-NMN 	 G3/8 
V74G-4GK-NMN 	 G1/2 
V74G-6GK-NMN 	 G3/4

Excelon modular system Pressure relief valves
V72G, V74G – G1/4to G 3/4

Dimensions
Series	A	  B	 C	 F	 G	H	  Panel Ø	 Panel depth
72	 73	 25	 26	 50	 48	 35	 40	 0 ... 4
74	 127	 43	 31	 80	 74	 56	 52	 2 ... 6


