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Can’t find it – call the Express Team store.norgren.com

AccessoriesModels

For further information
www.norgren.com/info/nec/en065

Classic Range
Fixed Range Positioner Cylinders 

Martonair M/1525, M/1540
Double acting Ø2 1/2”,  4” bore

Robust and reliable for long, maintenance  
free life

High positioning speeds

Vibration resistant

Square, clean line design makes them suitable 
for hygiene controlled environments

Technical data

Medium:
Compressed air, filtered and lubricated

Installation:
Air supply must incorporate a pre-filter, a high 
efficiency (5µm) filter and a micro-fog lubricator

Standards:
Tested in accordance with BS4151

Operation:
Double acting, fixed range positioner cylinders

Operating pressure:
2-10 bar

Control pressure:
0,2-1 bar

Operating temperature:
+5°C* … +80°C
*100% dry air

Model	 Dia.	 Stroke	 Port	 Force
		 Ø	 length	 size	 at bar 7 
			

M/1525/75	 2,5”	 75	 G1/4	 1222N
M/1525/125	 2,5”	 125	 G1/4	 1222N
M/1525/200	 2,5”	 200	 G1/4	 1222N

M/1540/200	 4”	 200	 G1/4	 3118N

Straight	 Elbow	 Spares
fitting	 fitting	 kit
			

C02250828	 C02470828	 QM/1525/00
C02250828	 C02470828	 QM/1525/00
C02250828	 C02470828	 QM/1525/00

C02251028	 C02471028	 QM/1540/00

Ø	 Stroke	 A	 B	 C	 D	 E	 F	L	  P	U	  Z
2.5”	 75	 15	 76,8	 93	 17,5	 55,9	 38	 288	 M10 x 1,5	 M6 x 1	 M6 x 1 x 22 deep
2.5”	 125	 15	 76,8	 93	 17,5	 55,9	 38	 338	 M10 x 1,5	 M6 x 1	 M6 x 1 x 22 deep
2.5”	 200	 15	 76,8	 93	 17,5	 55,9	 38	 413	 M10 x 1,5	 M6 x 1	 M6 x 1 x 22 deep
4”	 200	 15	 115	 84.4	 30,5	 89	 38	 423,5	 M10 x 1,5	 M8 x 1,25	 M8 x 1,25 x 22 deep

Dimensions

If you can’t see the option you require…
…call the Express hotline now!


