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Can’t find it – call the Express Team store.norgren.com

store.norgren.com

For further information
www.norgren.com/info/nec/en089

Technical data

Spare Valves Spare Valves

Island Expansion Kits Island Expansion Kits

vs18 – 24 V d.c., Internal pilot, push only MO	
Model	 Function	 Actuation	S pool type
VS18SE11DF313A 	 2x 2/2 NC	 Sol/Spring	 Softseal
VS18SF11DF313A	 2x 2/2 NO	 Sol/Spring	 Softseal
VS18SG11DF313A	 2x 2/2 NO/NC	 Sol/Spring	 Softseal
VS18SA11DF313A	 2x 3/2 NC	 Sol/Spring	 Softseal
VS18SB11DF313A	 2x 3/2 NO	 Sol/Spring	 Softseal
VS18SC11DF313A	 2x 3/2 NO/NC	 Sol/Spring	 Softseal
VS18S511DF313A	 5/2	 Sol/Sol	 Softseal
VS18S517DF313A	 5/2	 Sol/Spring	 Softseal
VS18S611DF313A	 5/3 APB	 Sol/Sol	 Softseal
VS18S711DF313A	 5/3 COE	 Sol/Sol	 Softseal

vs26 – 24 V d.c., Internal pilot, push only MO	
Model	 Function	 Actuation	S pool type
VS26SE11DF313A 	 2x 2/2 NC	 Sol/Spring	 Softseal
VS26SF11DF313A	 2x 2/2 NO	 Sol/Spring	 Softseal
VS26SG11DF313A	 2x 2/2 NO/NC	 Sol/Spring	 Softseal
VS26SA11DF313A	 2x 3/2 NC	 Sol/Spring	 Softseal
VS26SB11DF313A	 2x 3/2 NO	 Sol/Spring	 Softseal
VS26SC11DF313A	 2x 3/2 NO/NC	 Sol/Spring	 Softseal
VS26S511DF313A	 5/2	 Sol/Sol	 Softseal
VS26S517DF313A	 5/2	 Sol/Spring	 Softseal
VS26S611DF313A	 5/3 APB	 Sol/Sol	 Softseal
VS26S711DF313A	 5/3 COE	 Sol/Sol	 Softseal

Multipole or integrated fieldbus for  
installation flexibility

Field expandable with single add-on stations

Dual spool technology:

– Glandless spool and sleeve for long life

– Softseal spool for high flow

Wide range of accessories

UL and ATEX

Universal PNP/NPN 24 V d.c. Multipole

Medium:
Compressed air, filtered to 40 µm,  
lubricated or non-lubricated

Operation:
Spool valve indirectly actuated

Operating pressure:
Glandless – maximum 16 bar 
Softseal – maximum 10 bar

Flow:
VS18	 650 l/min 
VS26	 1350 l/min

Voltage:
24 V d.c., 115 V a.c.

Ambient temperature:
–15°C … +50°C
Consult our Technical Service for use below +2°C

Degree of protection:
Multipole and fieldbus 	IP65

vs18 – Includes single station sub-base, pcb, gasket & screws
Model	 Ports 2 & 4
VS1872004-6FF0	 6 mm PIF
VS1872004-8FF0	 8 mm PIF
VS1872004-AFF0	 G 1/8

VS26 – Includes single station sub-base, pcb, gasket & screws
Model	 Ports 2 & 4
VS2672504-8GF0	 8 mm PIF
VS2672504-YGF0	 10 mm PIF
VS2672504-BGF0	 G 1/4

Express PLUS
To configure your  
own valve island  
please visit  
vi.norgren.com

plug-in mini iso VALVE islands VS18 & VS26 Series
 2 x 2/2, 2 x 3/2, 5/2 and 5/3 valves, ISO 15407-2 – Sizes 18 mm and 26 mm

Express Links
If you require...
Individual hard wired valves  
on the VS valve islands, use  
V40/41 and V44/45.

See Pages 90 & 94

Glandless spool valves also available, please contact your Express Team


