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– Servicestore.norgren.com

For further information
www.norgren.com/info/nec/en106

*All valves supplied with basic wireable connectors.
Pilot actuated versions also available.

Models Accessories

In-line valves V50 … 53 Series
3/2, 5/2 and 5/3. Solenoid actuated G1/8…G1/2

High flow in-line valves

Compact and robust design

Flexible in-line and manifold mounting options

Technical data
Medium:
Compressed air, filtered to 40µm,  
lubricated or non-lubricated

Operating pressure:
8 bar maximum

Flow:
270 – 2480 l/min

Voltage:
24 V d.c. (other options available)

Ambient and medium temperature:
–5°C … +50°C solenoid models
(consult our Technical Service for use below +2°C) 

v51 – G1/4, 24 V d.c.	
Model	 Function	 Actuation	 Flow	 Manual Override	 Drawing No.	E lectrical connection*
V51B417A-A213J	 3/2	 Sol/Spring	 1020	 Push & turn	 2	 22mm Industrial Standard
V51B411A-A213J	 3/2	 Sol/Sol	 1020	 Push & turn	 4	 22mm Industrial Standard
V51B517A-A213J	 5/2	 Sol/Spring	 1020	 Push & turn	 6	 22mm Industrial Standard
V51B511A-A213J	 5/2	 Sol/Sol	 1020	 Push & turn	 8	 22mm Industrial Standard
V51B611A-A213J	 5/3 APB	 Sol/Sol	 755	 Push & turn	 10	 22mm Industrial Standard
V51B711A-A213J	 5/3 COE	 Sol/Sol	 755	 Push & turn	 10	 22mm Industrial Standard
V51B811A-A213J	 5/3 COP	 Sol/Sol	 755	 Push & turn	 10	 22mm Industrial Standard

v52 – G3/8, 24 V d.c.	
Model	 Function	 Actuation	 Flow	 Manual Override	 Drawing No.	E lectrical connection*
V52C417A-A213J	 3/2	 Sol/Spring	 1705	 Push & turn	 2	 22mm Industrial Standard
V52C411A-A213J	 3/2	 Sol/Sol	 1705	 Push & turn	 4	 22mm Industrial Standard
V52C517A-A213J	 5/2	 Sol/Spring	 1705	 Push & turn	 6	 22mm Industrial Standard
V52C511A-A213J	 5/2	 Sol/Sol	 1705	 Push & turn	 8	 22mm Industrial Standard
V52C611A-A213J	 5/3 APB	 Sol/Sol	 1190	 Push & turn	 11	 22mm Industrial Standard
V52C711A-A213J	 5/3 COE	 Sol/Sol	 1190	 Push & turn	 11	 22mm Industrial Standard
V52C811A-A213J	 5/3 COP	 Sol/Sol	 1190	 Push & turn	 11	 22mm Industrial Standard

v53 – G1/2, 24 V d.c.	
Model	 Function	 Actuation	 Flow	 Manual Override	 Drawing No.	E lectrical connection*
V53D417A-A213J	 3/2	 Sol/Spring	 2480	 Push & turn	 2	 22mm Industrial Standard
V53D411A-A213J	 3/2	 Sol/Sol	 2480	 Push & turn	 4	 22mm Industrial Standard
V53D517A-A213J	 5/2	 Sol/Spring	 2480	 Push & turn	 6	 22mm Industrial Standard
V53D511A-A213J	 5/2	 Sol/Sol	 2480	 Push & turn	 8	 22mm Industrial Standard
V53D611A-A213J	 5/3 APB	 Sol/Sol	 1910	 Push & turn	 11	 22mm Industrial Standard
V53D711A-A213J	 5/3 COE	 Sol/Sol	 1910	 Push & turn	 11	 22mm Industrial Standard
V53D811A-A213J	 5/3 COP 	 Sol/Sol	 1910	 Push & turn	 11	 22mm Industrial Standard

Materials
Body/sub-base:
Die-cast aluminium alloy or aluminium alloy

Softseal spool:
NBR/aluminium alloy

Springs:
Stainless steel

Silencer	S ilencer
plastic	 sintered
M/S2	 T40C2800
M/S2	 T40C2800
M/S2	 T40C2800
M/S2	 T40C2800
M/S2	 T40C2800
M/S2	 T40C2800
M/S2	 T40C2800

Silencer	S ilencer
plastic	 sintered
M/S3	 T40C3800
M/S3	 T40C3800
M/S3	 T40C3800
M/S3	 T40C3800
M/S3	 T40C3800
M/S3	 T40C3800
M/S3	 T40C3800

Silencer	S ilencer
plastic	 sintered
M/S4	 T40C4800
M/S4	 T40C4800
M/S4	 T40C4800
M/S4	 T40C4800
M/S4	 T40C4800
M/S4	 T40C4800
M/S4	 T40C4800

v50 – G1/8, 24 V d.c.				  
Model	 Function	 Actuation	 Flow	 Manual Override	 Drawing No.	E lectrical connection*
V50A413A-A213A	 3/2	 Sol/Air	 480	 Push & turn	 1	 DIN EN 175301-803 Form C
V50A411A-A213A	 3/2	 Sol/Sol	 480	 Push & turn	 3	 DIN EN 175301-803 Form C
V50A513A-A213A	 5/2	 Sol/Air	 480	 Push & turn	 5	 DIN EN 175301-803 Form C
V50A511A-A213A	 5/2	 Sol/Sol	 480	 Push & turn	 7	 DIN EN 175301-803 Form C
V50A611A-A213A	 5/3 APB	 Sol/Sol	 270	 Push & turn	 9	 DIN EN 175301-803 Form C
V50A711A-A213A	 5/3 COE	 Sol/Sol	 270	 Push & turn	 9	 DIN EN 175301-803 Form C
V50A811A-A213A	 5/3 COP	 Sol/Sol	 270	 Push & turn	 9	 DIN EN 175301-803 Form C

Silencer	S ilencer
plastic	 sintered
M/S1	 T40C1800
M/S1	 T40C1800
M/S1	 T40C1800
M/S1	 T40C1800
M/S1	 T40C1800
M/S1	 T40C1800
M/S1	 T40C1800
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Can’t find it – call the Express Team store.norgren.com

store.norgren.com

Models – Manifolds

V12958-A13	 24 V d.c. 	 13A 	 2,5 W  

QM/48/13J/21	 24 V d.c. 	 13J 	 2 W  

In-line valves V50 … 53 Series
3/2, 5/2 and 5/3. Solenoid actuated G1/8… G1/2

Stations	 Valve 	 V50	 Port 	 Blanking 	 V51	 Port 	 Blanking	 V52	 Port 	 Blanking	 V53	 Port 	 Blanking  
		 type	 model	 size	 plate	 model	 size	 plate	 model	 size	 plate	 model	 size	 plate
	2	 3/2	 V50A302	 G1/4	 V500351	 V51B302	 G1/4	 V510351	 V52C302	 G3/8	 V520351	 V53D302	 G1/2	 V530351
	4	 3/2	 V50A304	 G1/4	 V500351	 V51B304	 G1/4	 V510351	 V52C304	 G3/8	 V520351	 V53D304	 G1/2	 V530351
	6	 3/2	 V50A306	 G1/4	 V500351	 V51B306	 G1/4	 V510351	 V52C306	 G3/8	 V520351	 V53D306	 G1/2	 V530351
	8	 3/2	 V50A308	 G1/4	 V500351	 V51B308	 G1/4	 V510351	 V52C308	 G3/8	 V520351	 V53D308	 G1/2	 V530351
	10	 3/2	 V50A310	 G1/4	 V500351	 V51B310	 G1/4	 V510351	 V52C310	 G3/8	 V520351	 V53D310	 G1/2	 V530351
	2	 5/2	 V50A502	 G1/4	 V500551	 V51B502	 G1/4	 V510551	 V52C502	 G3/8	 V520551	 V53D502	 G1/2	 V530551
	4	 5/2	 V50A504	 G1/4	 V500551	 V51B504	 G1/4	 V510551	 V52C504	 G3/8	 V520551	 V53D504	 G1/2	 V530551
	6	 5/2	 V50A506	 G1/4	 V500551	 V51B506	 G1/4	 V510551	 V52C506	 G3/8	 V520551	 V53D506	 G1/2	 V530551
	8	 5/2	 V50A508	 G1/4	 V500551	 V51B508	 G1/4	 V510551	 V52C508	 G3/8	 V520551	 V53D508	 G1/2	 V530551
	10	 5/2	 V50A510	 G1/4	 V500551	 V51B510	 G1/4	 V510551	 V52C510	 G3/8	 V520551	 V53D510	 G1/2	 V530551

Type	 Drawing 	 A	 AB	 AC	 AD	 B	 C	 D	E	  F	 G	 H	 M	 N	 Q	 R	 T	 U	 W
V50	 1	 99,5	 13,5	 –	 15,5	 65	 15	 3,2	 55,5	 27	 5	 3	 108	 23	 3,2	 6	 13	 18	 16
V51	 2	 106,5	 13,5	 –	 13,5	 69	 25	 4,2	 67	 35	 8,5	 3	 120	 25	 3,2	 6	 17	 22,5	 22
V52	 2	 126,5	 13	 –	 15	 89	 26	 4,5	 73	 46,5	 39,5	 4	 139,5	 41	 4,5	 8	 23	 30	 22
V53	 2	 133	 12,5	 –	 15	 96	 29	 4,5	 73	 46,5	 39,5	 4	 146	 48	 4,2	 8	 23	 30	 22
V50	 3	 144,5	 36,5	 29	 27	 76,5	 15	 3,2	 55,5	 27	 5	 3	 161,5	 23	 3,2	 6	 13	 18	 16
V51	 4	 144,5	 30,5	 34	 30,5	 86	 25	 4,2	 67	 35	 8,5	 3	 188	 25	 3,2	 6	 17	 22,5	 22
V52	 4	 182	 31	 44	 33	 107	 26	 4,5	 73	 46,5	 39,5	 4	 208	 41	 4,5	 8	 23	 30	 22
V53	 4	 188	 30,5	 45	 33	 114	 29	 4,5	 73	 46,5	 39,5	 4	 214	 48	 4,2	 8	 23	 30	 22

Type	 Drawing 	 A	 B	 C	 D	E	  F	 G	 H	 M	 N	 Q	 R	 T	 U	 W
V50	 5	 110	 76	 14,5	 3,2	 54	 27	 5	 3	 118,5	 34	 3,2	 6	 13	 18	 16
V51	 6	 118,5	 81	 20	 4,2	 67	 35	 7	 3	 132	 38	 3,2	 6	 17	 22,5	 22
V52	 6	 145,5	 108	 26	 5,5	 73	 46,5	 4,5	 4	 158,5	 13	 4,5	 8	 23	 30	 22
V53	 6	 157	 120	 29	 4,5	 73	 46,5	 7	 4	 170	 72	 4,2	 8	 23	 30	 22
V50	 7	 155	 87	 14,5	 3,2	 55	 27	 5	 3	 172	 34	 3,2	 6	 13	 18	 16
V51	 8	 173	 98	 20	 4,2	 67	 35	 7	 3	 200	 38	 3,2	 6	 17	 22,5	 22
V52	 8	 201	 126	 26	 5,5	 73	 46,5	 4,5	 4	 228	 13	 4,5	 8	 23	 30	 22
V53	 8	 212	 138	 29	 4,5	 73	 46,5	 7	 4	 238	 72	 4,2	 8	 23	 30	 22

Type	 Drawing 	 A	 B	 C	 D	E	  F	 G	 H	 M	 N	 Q	 R	 T	 U	 W
V50	 9	 164	 96	 14,5	 3,2	 55	 27	 5	 3	 181	 34	 3,2	 6	 13	 18	 16
V51	 10	 194	 119	 20	 4,2	 67	 35	 7	 3	 221	 38	 3,2	 6	 17	 22,5	 22
V52	 11	 254,5	 179,5	 26	 5,5	 73	 46,5	 4,5	 4	 281,5	 13	 4,5	 8	 23	 30	 22
V53	 11	 265,5	 191,5	 29	 4,5	 73	 46,5	 7	 4	 291,5	 72	 4,2	 8	 23	 30	 22

Express Links
V50...53 Valves
Are supplied with basic wireable  
connectors as standard.

For a full selection of cables and  
connectors please see page 151

V50 – DIN EN 175301-803 Form C
Model	 Voltage	 Coil code	 Power 

Other voltages available, call your Express Team

Voltage codes  
and spare coils

V51…V53 – 22 mm industrial standard
Model	 Voltage	 Coil code	 Power 

Dimensions 


