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Easy ordering – 24/7 store.norgren.com

store.norgren.com

For further information
www.norgren.com/info/nec/en169

Display of system pressure and unit (pressure 
unit programmable)

Compact and robust design

Easy programming of set points and  
additional functions 

Transistor output signals 1 x PNP/2 x PNP/1 x 
PNP + 4 to 20 mA

Electronic lock

Switching status indicated by LED

Standard M12 x 1 electrical connection (IP 65)

�For pneumatic, allfluid and hydraulic applications

Technical data

Electrical parameters

	 PIN-No.	 Signal	 Cable colour
	 1	 Supply voltage	 Brown
	 2	 Out 2 (PNP) / analog 4 ... 20 mA	 White
	 3	 0 V	 Blue
	 4	 Out 1 (PNP)	 Black
	 5	 PE	 Grey

Electrical connection M12 x 1

Medium:
Filtered compressed air, lubricated or unlubricated, 
neutral gases

Display:
LCD 4 digits illuminated, pressure unit programmable 
for bar, psi, mpa

Mounting position:
Optional

Operating pressure:
–1 to 16 bar (pneumatic), 0 to 400 bar (hydraulic/allfluid)

Ambient temperature:
–10°C to 60°C 
Consult our Technical Service for use below +2°C. 

AccessoriesModels
	Model	 Pressure	 Over	 Fluid	 Output
		 range	 pressure 	 connection	 signal
		 (bar)	 (bar) 
					     	  

0863012000000000	 -1 … 1	 10	 G1/4	 1 x PNP
0863022000000000	 -1 … 1	 10	 G1/4	 2 x PNP
0863042000000000	 -1 … 1	 10	 G1/4	 1 x PNP / analogue 4 … 20 mA 
0863016000000000	 -1 … 1	 10	 Flange	 1 x PNP

0863112000000000	 0 … 10	 40	 G1/4	 1 x PNP
0863122000000000	 0 … 10	 40	 G1/4	 2 x PNP

0863212000000000	 0 … 16	 30	 G1/4	 1 x PNP
0863222000000000	 0 … 16	 30	 G1/4	 2 x PNP
0863242000000000	 0 … 16	 30	 G1/4	 1 x PNP / analogue 4 … 20 mA 
0863216000000000	 0 … 16	 30	 Flange	 1 x PNP

0863312000000000	 0 … 40	 100	 G1/4	 1 x PNP
0863322000000000	 0 … 40	 100	 G1/4	 2 x PNP
0863342000000000	 0 … 40	 100	 G1/4	 1 x PNP / analogue 4 … 20 mA 

0863412000000000	 0 … 100	 200	 G1/4	 1 x PNP
0863422000000000	 0 … 100	 200	 G1/4	 2 x PNP

0863512000000000	 0 … 160	 300	 G1/4	 1 x PNP

0863612000000000	 0 … 250	 500	 G1/4	 1 x PNP
0863622000000000	 0 … 250	 500	 G1/4	 2 x PNP

0863712000000000	 0 … 400	 750	 G1/4	 1 x PNP

Electrical Connector M12  x 1
Straight		  90°  
	x 2 m long	 x 5 m long	 x 2 m long	 x 5 m long 
 

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000
0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

0523057000000000	 0523052000000000	 0523058000000000	 0523053000000000

Electronic pressure switch
33D Series Pneumatic and Allfluid  

–1 … 400 bar

Electrical connection:	 M12 x 1
Power supply:	 10 ... 32 V d.c. (polarity safe) digital models 
			  15 ... 32 V d.c. (polarity safe) analogue models


