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AccessoriesModels Service Kit

Technical data

Direct ported filter with high water  
removal efficiency

High flow with minimal pressure drop

Highly visible prismatic liquid level  
indicator lens

Two gauge ports on top of the body for 
installation of pressure gauges

Can be dissasembled without removal from  
the airline

Fluid:
Compressed air

Maximum pressure:
17 bar

Operating temperature:
–20° … +80°C

Particle removal:
5 or 40 µm

Mainline general purpose units
General purpose filters

F18 – G1/2 and 2

# Minimum clearance required to remove bowl

Manual drain Auto drain

*Typical flow with a 40 µm element at 6,3 bar inlet pressure and 0,5 bar pressure drop

Element

5882-97	 F18-100A	
5882-98	 F18-100A	
5882-97	 F18-100A
5882-98	 F18-100A

F18	
	 	 Port 	 Flow*	 Element
Model	 size	 (dm3/s)	 Size	D rain	 Bowl

F18-B00-A1DG	 G1 1/2	 765 	 5 µm	 Auto 	 Metal 
F18-B00-A3DG	 G1 1/2	 765 	 40 µm	 Auto 	 Metal 
F18-C00-A1DG	 G2 	 765	 5 µm	 Auto 	 Metal 
F18-C00-A3DG	 G2 	 765	 40 µm	 Auto	 Metal 


