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For further information
www.norgren.com/info/nec/en212

Technical data

Stainless steel general purpose
Filters, pressure regulators, lubricators
F22, R22, L22 – 1/2” NPTF

F22 Auto Drain F22 Manual Drain L22 R22

Lloyds Register Type Approved

Materials meet NACE* recommendations  
(MR-0175, 2002 revision)

��25 µm filter element as standard

��Orientable metal bowls with sightglasses

* National Association of Corrosion Engineers – recognised oil-
field recommendation for resistance to sulphide stress cracking 
common in well-head and other corrosive environments�

Medium:
Compressed air only

Maximum inlet pressure: 
17 bar (F22, L22) 
20 bar (R22)

Gauge ports:
1/4 PTF (R22)

Pressure range: 
R22:0,4...10 bar

Operation:
R22: Relieving 
L22: Oil-fog

Start Point:
L22: 1,7 dm3/sat 6,3 bar

Ambient temperature:
–20°C … +80°C
Consult our Technical Service for use below +2°C

2   – Gauge port
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AccessoriesModels

* Typical flow with 10 bar inlet pressure, 6,3 bar pressure and 0,5 bar pressure drop

Service Kit
f22 series	
Auto drain	 Manual drain	 Port	 Flow*
Model	 Model	 size	 (dm3/s)

F22-400-A7DA	 F22-400-M7DA 	 1/2 PTF	 57

Wall 		A  uto	 Manual
mounting		  drain	 drain
bracket	

18-001-962		  F22-KITA25	 F22-KITM25 

* Typical flow with 10 bar inlet pressure, 6,3  bar set pressure and 1 bar drop from set  **Not to NACE standard

r22 series	
Auto drain		  Port	 Flow*
Model	 	 size	 (dm3/s)

R22-401-RNMA	  	 1/2 PTF	 50

Neck 	 Gauge**	 Wall	A uto
mounting		  mounting	 drain
bracket		  bracket

18-001-959	 18-013-909	 18-001-962	 R22-KITR 

Wall  
mounting  
bracket

18-001-962		  L22-KIT

l22 series
Auto drain		  Port	 Flow*
Model	 	 size	 (dm3/s)

L22-400-OP8A 	 1/2 PTF	 48

* Typical flow with 10 bar inlet pressure, 6,3 bar pressure and 0,5 bar pressure drop

Stainless steel general purpose Filters, pressure regulators, lubricators
F22, R22, L22 – 1/2” NPTF

Express plus
Have you thought about...
Air preparation units not fixed with brackets 
can move and cause leaks, wasting costly air. 
Always fit a mounting bracket.


