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Technical data

AccessoriesModels

Stainless steel precision 
Filter/regulator 

R38, B38

b38 series precision filter/regulator	
Model	 Port 	 Outlet pressure	 Flow*	 Operation	D rain	 Element
		 size	 range	 (dm3/s)

B38-244-B1KA	 1/4 PFT	 0,25 … 7 bar	 8	 Relieving	 Manual	 5 µm
B38-244-B2KA	 1/4 PFT	 0,25 … 7 bar	 8	 Relieving	 Manual	 25 µm
B38-244-A1KA	 1/4 PFT	 0,25 … 7 bar	 8	 Relieving	 Automatic	 5 µm
B38-244-A2KA	 1/4 PFT	 0,25 … 7 bar	 8	 Relieving	 Automatic	 25 µm

B38-244-B1MA	 1/4 PFT	 0,5 … 10 bar	 8	 Relieving	 Manual	 5 µm
B38-244-B2MA	 1/4 PFT	 0,5 … 10 bar	 8	 Relieving	 Manual	 25 µm
B38-244-A1MA	 1/4 PFT	 0,5 … 10 bar	 8	 Relieving	 Automatic	 5 µm
B38-244-A2MA	 1/4 PFT	 0,5 … 10 bar	 8	 Relieving	 Automatic	 25 µm

Neck mounting	 Gauge	 Plastic
bracket & nut		  adjusting
					    knob

18-001-973	 18-013-913	 74630-04
18-001-973	 18-013-913	 74630-04
18-001-973	 18-013-909	 74630-04

r38 series precision pressure regulator	
Model	 Port 	 Outlet pressure	 Flow*	 Operation
		 size	 range	 (dm3/s)

R38-240-RNCA	 1/4 PFT	 0,04 … 2 bar	 8	 Relieving
R38-240-RNFA	 1/4 PFT	 0,07 … 4 bar	 8	 Relieving
R38-240-RNMA	 1/4 PFT	 0,50 … 10 bar	 8	 Relieving

Neck mounting	 Gauge	 Plastic
bracket & nut		  adjusting
					    knob

18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04

18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04
18-001-973	 18-013-909	 74630-04

Exceptionally high flow and relief flow 
characteristics

Easy to adjust even at high output pressures

Balanced valve minimises effect of variations in 
inlet pressure on outlet pressure

Relieving feature allows outlet pressure 
reduction even when the system is dead ended

Full flow gauge ports

Panel mounting facility

Medium:
Compressed air

Maximum inlet pressure: 
20 bar *

Gauge ports:
G1/4 with 1/4 main, G3/8 with 3/8 main,  
G1/2 with all others

Pressure range:
0,7...8 bar

Ambient temperature:
-40°C … +80°C  
Consult our Technical Service for use below +2°C

* Typical flow with 7 bar inlet pressure, 1 bar set pressure and 0,05 bar droop from set 


