
5

218 NORGREN EXPRESS

PDF CAD

14
0

152

18
4

91

1

12
5

65

10
6

120

Symbol 8.17

Symbol 8.17
a

irline



 (frl


)

– Deliverystore.norgren.com

AccessoriesModels Service Kit

For further information
www.norgren.com/info/nec/en218

Can be installed at any point in the compressed 
air system without regard to accessibility –  
pilot regulator can be installed in the most 
convenient location

Can be used wth conventional or feedback  
pilot regulator

Feedback piot regulator senses downstream 
pressure and automatically adjusts pilot 
operated regulator outlet pressure

Technical data
Medium:
Compressed air 

Inlet pressure range:
20 bar (11-808, 11-204), 25 bar (11-400), 31 bar (R18) 

Ambient temperature:
–20° … +80°C
Consult our Technical Service for use below +2°C

materials
Body: zinc alloy (11-808, 11-204), alluminium alloy (R18) 
Bonnett: alluminium alloy (11-808, R18),  
zinc alloy (11-204)
Elastomers: nitrile (11-808, R18), synthetic rubber (11-204)

special purpose 
Pilot operated regulators   
11-808, R18, 11-400/11-204 

R18 series
		  Port	 Flow*	 Outlet	 Operation
Model	 size		  pressure range

R18-B00-RNXG	 G1 1/2	 950 dm³/s	 0,16 … 17	 Relieving
R18-C00-RNXG	 G2	 950 dm³/s	 0,16 … 17	 Relieving

11-808 series
		  Port	 Flow*	 Outlet	 Operation
Model	 size		  pressure range

11-808-960	 G3/4	 180 dm³/s	 20 bar Max.	 Relieving
11-808-980	 G1	 180 dm³/s	 20 bar Max.	 Relieving

11-808

R18

1   – Gauge port

Wall	 Gauge
mounting
bracket

18-001-027	 18-013-014	 11-908-100
18-001-027	 18-013-014	 11-908-100

Exhaust	 Gauge	 Gauge
silencer	 adaptor

MB006B	 150232818	 18-013-014	 R18-100R
MB006B	 150232818	 18-013-014	 R18-100R

* Max. flow with 8 bar inlet pressure, 6,3 bar outlet pressure and a droop of 1 bar from set		

* Max. flow with 7 bar inlet pressure. 6,3 bar outlet pressure ans a droop of 1 bar from set	 
Pilot method – Convensional or Feedback see diagrams 
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Accessories Service Kit

Accessories Service Kit
11-204 series 
		  Port	 Outlet	 Operation	 Mounting
Model	 size	 pressure range	 option

11-204-004	 G1/4	 0,16 … 7	 Relieving	 Panel/Bracket
11-204-006	 G1/4	 4 … 17	 Relieving	 Panel/Bracket

Bracket	 Gauge

18-001-005	 18-013-012	 11-204-100
18-001-005	 18-013-014	 11-204-100

Bracket	 Gauge

18-001-005	 18-013-010	 11400-100
–		 18-013-010	 11400-100
18-001-005	 18-013-011	 11400-100
–		 18-013-011	 11400-100
18-001-005	 18-013-012	 11400-100
–		 18-013-012	 11400-100
18-001-005	 18-013-014	 11400-100

11-400, 20al series  
		  Port	 Outlet	 Operation	 Mounting
Model	 size	 pressure range	 option

11400-2G/PC100	 G1/4	 0,06 … 2 	 Relieving	 Bracket
11400-2G/PC103	 G1/4	 0,06 … 2 	 Relieving	 Panel
11400-2G/PE100	 G1/4	 0,06 … 4	 Relieving	 Bracket
11400-2G/PE103	 G1/4	 0,06 … 4	 Relieving	 Panel
11400-2G/PG100	 G1/4	 0,16 … 7	 Relieving	 Bracket
11400-2G/PG103	 G1/4	 0,16 … 7	 Relieving	 Panel
20AL-X2G/PK100	 G1/4	 7 … 20	 Relieving	 Bracket

Feedback pilot regulators give more 
sensitive control and quicker reaction to 
downstream pressure changes.
Feedback ‘sensing’ line to be kept to 
miniumum length (<200mm).

Supply 
air Supply

air

Supply
air

Feedback pilot 
regulator

Feedback 
‘sensing’ line

Supply 
air

Conventional pilot 
regulator

Pilot output line
Pilot output line

Pilot operated 
regulator

Pilot operated 
regulator

Outlet 
air

Outlet air

Conventional pilot	 Feedback pilot	

Special purpose Pilot operated regulators
11-808, R18, 11-400/11-204 

Model – Conventional Pilot Regulators

Model – Feedback Pilot Regulators


