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ball valves 60, 61 Series
Brass 1/8” to 2” BSP

Precision engineered shut-off valves

Minimum resistance to fluid flow

Positive quick open/shut action

Flow in either direction (except exhaust type) 

Technical data

Medium:
Compressed air, inert gases, water, oils and many 
hydrocarbon derivatives depending upon valve  
seat material

Operating pressure:
Refer to tables

Ambient temperature:
Refer to tables

materials

60 Series: 
Nickel plated brass to UNI-5705-65, chromium plated 
brass, zinc plated steel, PTFE seats and nitrile or Fkm 
rubber seals

61 Series: 
Stainless steel body, stem, ball nut and  
handle PTFE seats
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Standard Full Bore

PTFE seats, FKM seals Operating temperature: –20°C to +150°C

Exhausting Full Bore

PTFE seats, nitrile seals Operating temperature: 0°C to +60°C
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Model No.	 Female	 Maximum
		  pressure
	 (B)	 (bar) 	C	  D	 ØF	G	H 
602112128	 G1/4 	 45   	 48	 36	 23	 12	 85	 18
602112138	 G3/8 	 40  	 49	 36	 24	 12	 85	 21
602112148	 G1/2 	 35  	 60	 40	 30	 15	 85	 25
602112168	 G3/4 	 30  	 69	 47	 38	 16,5	 105	 31
602112188	 G1 	 25  	 83	 51	 46	 19	 105	 38
6021121A8	 G1 1/4 	 20  	 96	 63	 58	 21,5	 130	 47
6021121B8	 G1 1/2 	 20  	 106	 69	 70	 22	 130	 54
6021121C8	 G2 	 16  	 129	 83	 86	 25,5	 165	 66

Model No.	 Female	 Maximum
		  pressure
	 (B)	 (bar) 	C	  D	 ØF	H	  ØS
602113128EX	 G1/4 	 12 	 52	 61	 29	 100	 8	 22
602113138EX	 G3/8 	 12	 54	 61	 29	 100	 10	 22
602113148EX	 G1/2 	 12	 69	 64	 36	 100	 15	 27
602113168EX	 G3/4 	 12	 77	 76	 45	 120	 30	 33
602113188EX	 G1 	 12	 89	 80	 54	 120	 25	 40
6021131A8EX	 G1 1/4 	 12	 103	 98	 65	 150	 32	 50
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Rapid delivery – order today

ball valves 60, 61 Series
Brass 1/8” to 4” BSP

Mini Reduced Bore

PTFE seats, nitrile seals Operating temperature: –10°C to +90°C
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Lockable Exhausting Full Bore

Note: lever lockable only in closed position  Standard handle accepts Ø 7 mm shackle

Three Way Full Bore

PTFE seats, nitrile seals Operating temperature: -15°C to +150°C

Stainless Steel Ball Valves

Operating temperature: -20°C to +150°C 
* To order ‘Tee’ handled version change 4th character to 2
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Model No.	 Female	 Maximum	
		  pressure
	 (B)	 (bar) 	C	  D	G	H	   ØS	
601112118	 G1/8 	 10  	 36	 22	 9	 19	 5,5	 19
601112128	 G1/4 	 10 	 36	 22	 9	 19	 5,5	 19
601112138	 G3/8 	 10 	 41	 24	 9	 19	 8	 21
601112148	 G1/2 	 10 	 48	 30	 10	 22	 10	 25

Model No.	 Female/	 Maximum
	 Male	 pressure	
	 (B)	 (bar) 	C	  D	G	H	   ØS
601112218	 G1/8 	 10  	 37	 22	 9	 19	 5,5	 19
601112228	 G1/4 	 10 	 37	 22	 9	 19	 5,5	 19
601112238	 G3/8 	 10 	 41	 24	 9	 19	 8	 21
601112248	 G1/2 	 10 	 48	 30	 10	 22	 10	 25

Model No.	 Female	 Maximum
		  pressure
	 (B)	 (bar) 	C	  D	 ØF	G	  J
602114428	 G1/4 	 25 	 52	 60	 28	 11	 26	 22
602114438	 G3/8 	 25	 52	 60	 28	 11,5	 26	 22
602114448	 G1/2 	 25	 64	 62	 34,5	 15	 33,5	 27
602114468	 G3/4 	 25	 74	 43	 43	 16	 39,5	 32

Model No.	 Female	 Maximum
		  pressure
	 (B)	 (bar) 	C	  D	H	  ØS
601812128	 G1/4 	 13,6 	 44	 45	 93	 8	 20
601812138	 G3/8 	 13,6	 44	 45	 93	 9	 20
601812148	 G1/2 	 13,6	 58	 50	 93	 14	 24
601812168	 G3/4 	 13,6	 64	 57	 114	 19	 30
601812188	 G1 	 13,6	 81	 61	 114	 24	 40

Model No.	 Female	 Maximum	
		  pressure
	 (A)	 (bar) 	C	  D	 ØS	 ØF	H
615112128	 G1/4 	 100 	 50	 45	 8	 29	 100	 22
615112138	 G3/8 	 100	 50	 45	 10	 29	 100	 22
615112148	 G1/2 	 100	 60	 53,5	 15	 34	 110	 27
615112168	 G3/4 	 64	 70	 64	 20	 42,5	 140	 32
615112188	 G1 	 64	 85	 68	 25	 50,5	 140	 40
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